Wood/Pellet/Coal Stove Permit Packet

Town of Uxbridge

Building Department

21 South Main St.

Uxbridge, MA 01569

Phone (508) 278-8603 Fax (508)278-0709

SOLID FUEL BURNING STOVE PERMIT APPLICATION

Date: Map: Parcel:

The undersigned hereby applies for a permit to install a Solid Fuel Burning Stove.

Location in house of stove:

Homeowner’s Name: Phone #

Address:

(Street & Mailing address)

Installer’s Name:

Installer’s Address:

License # Installers phone #
(CSL License or homeowner sign-off)

Stove Manufactured By:

Model Number:

Serial Number:

Testing Lab:

Date Tested:

Cost of Stove: $ Type of FUEL -- Wood -- Pellet -- Coal -- other

| HEREBY CERTIFY THAT THE ABOVE INFORMATION IS CORRECT UNDER THE PAINS AND
PENALTIES OF PERJURY.

The Appliance as states above and installation thereof conforms to the requirements of the State Building
Code, 780 CMR 3610.0.

Homeowner’s Signature: Date:
Permit must be obtained PRIOR to installation, Fee’s may be doubled if work is performed before.

Fee $25.00 Check or Money order Payable to: Town of Uxbridge

Inspector of Building’s Approval: Date:
Nicholas Gazerro, Inspector of Buildings

Permit Number: Permit Fee:




Checklist Requirements for the Installation and Use of Wood Burning
& Other Solid Fuel-Burning Heating Appliances

1. Solid Fuel Burning Appliance is Listed and Labeled.

2. Installer holds a Construction Supervisor License (CSL) (unless the homeowner is going to

install the appliance).

3. If Installation is an owner-occupied building of up to 4-units, the individual signing the
contract with the homeowner holds a Home Improvement Contractor Registration.

4. The Building Permit is obtained PRIOR to Installation.
5. The location where the appliance is being installed has a satisfactory supply of fresh air.

6. The location where the appliance is being installed is NOT near flammable vapors,

gasoline, explosives or other combustible liquids, fibers or dust.

7. The location where the appliance is being installed provides for the required clearances

from combustible construction and other objects such as furniture, drapes, carpets, etc.

8. The location where the appliance is being installed has proper floor protection/hearth
extension under or in front of the appliance.

9. The appliance has proper venting to the outside of the building.

10. If the appliance vents through a chimney, the connector pipe from the appliance to the
chimney is the correct type and size and is installed with the required clearances to

combustibles.

11. If the appliance vents through combustible walls or roof or ceiling, the vent system uses
listed thimbles or specialized piping or free clearances where the vent system passes

through combustible construction.

12. The appliance does not share a flue or vent with other appliances.

13.  The building inspector has inspected the appliance after installation but before use.

*If you have any questions about properly installing a solid fuel-burning appliance, you
should contact the Building Inspector.

** |t is strongly recommended that smoke detectors are installed prior to use.

*** As of March 31, 2006, Carbon Monoxide Detectors are required.



